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Cat. No. 22-090 

OWNER’S MANUAL 


Please read before using this equipment. 


Battery Tester 





Radio /hack 
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INTRODUCTION 



Your Radio Shack Battery Tester is a sensitive, ac- 
curate tester for checking batteries under designed 
load conditions. You can test standard carbon-zinc, 
alkaline, mercury, silver oxide, lithium, and nickel- 
cadmium batteries. 

Note: Your tester is designed to check almost all 
electronic and flashlight batteries. It is not designed 
to test 6- and 12-volt lantern, motorcycle, or marine 
batteries. 



© 1995 Tandy Corporation. 

All Rights Reserved. 
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OPERATION 


1. Set the range switch’s recessed index mark 
next to the marked voltage and type of battery 
you want to check. 

The figure within the range on the tester indi- 
cates the drain placed on the battery during 
checking. 

Caution: If you position the switch improperly, 
you cannot obtain an accurate battery check. In 
addition, you might damage the tester. 
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To check a button type battery, insert the battery 
into the recess at the right side of the tester with 
the negative (-) terminai of the battery up. Then 
press the brown switch down. 

Caution: Do not iet the red probe tip contact the 
biack probe or negative post when you use the 
button type battery terminais. 

3. Read the scaie to determine the battery’s condi- 
tion. 

Use the upper regular scaie for measuring 
reguiar carbon-zinc and aikaiine batteries. Use 
the center button cell-lithium scaie 
for measuring mercury, siiver oxide, aikaiine, 
and iithium button ceii batteries. Use the iower 
NICKEL CADMIUM scaie for measuring 
rechargeabie nickei-cadmium batteries. 

4. If the reading is in the red REPLACE or 
RECHARGE zones, repiace or recharge the bat- 
tery. 

If the reading is in the green GOOD zone, the 
battery has considerabie iife. 





If the reading is on the three red iines in the 
REGULAR scaie, this indicates that battery 
strength is marginai. Consider repiacing the 
battery. 

If the needle fails to align with the black dot in the up- 
per left hand corner, you can adjust the zero position 
of the needle. Insert a flat-blade screwdriver in the 
zero-adjustment screw, then carefully rotate the 
screw so the needle aligns with the black dot at the 
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MAINTENANCE 


Your Radio Shack Battery Tester is an exampie of 
superior design and craftsmanship. The foiiowing 
suggestions wiii heip you care for the tester so you 
can enjoy it for years. 

• Keep the tester dry. If it gets wet, wipe it dry 
immediateiy. 

• Use and store the tester oniy in normai temper- 
ature environments. 

• Handie the tester gentiy and carefuiiy. Don’t 
drop it! 

• Keep the tester away from dust and dirt. 

• Wipe the tester with a damp cioth occasionaiiy 
to keep the tester iooking new. Do not use 
harsh chemicais, cieaning soivents, or strong 
detergents to ciean the tester. 

Modifying or tampering with the tester's internai 
components can cause a maifunction and might in- 
vaiidate its warranty. If your tester is not performing 
as it shouid, take it to your iocai Radio Shack store 
for assistance. 
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